TECHNICAL CHARACTERISTICS

wineo 600

Heterogeneous resilient-flooring for glueless installation - Covering type according to EN ISO 10582

wineo

wineo 600 wineo 600 wineo 600 wineo 600 wineo 600
wood wood ,Patchwork“| wood XL stone stone XL
914 x 480 mm
Format 1212 x 187 mm | 1212 x 185 mm 1505 x 237 mm 600 x 317 mm
Product thickness 5mm 5 mm 5mm 5mm 5mm
i 2
Planks, tiles /m 8/1.81 mz 8/1.79 mz 6/2.14 m? 10/1.90 mz 6/2.63m?
per box
2
Boxes /m 64/115.84m? |64/11456m? |56/119.84m? |60/114.00m? |44 /115.72 m?
per pallet
20 years — Guarantee for private use
Guarantee according to Windmaller warranty conditions — www.wineo.de
Classification Product composition

Utilization class 23
EN ISO 10874

Heavy-duty use in the domestic area

1 | Surface sealing

Utilization class 32

Normal use in the commercial sector

Surface texture

EN ISO 10874 various embossings
Utilization class 41 ) ; S ’ Wear layer

EN ISO 10874 Medium use in the light industrial sector 3 Thickness 0.4 mm
Wear layer binder content Decor

EN ISO 10582 Typell 4 | Decor film

Anti slip category R9 5 Base layer

DIN 51130

with glass fibre reinforced

Staining and chemical resistance

Good resistance according to the concentration and

Profile connection

© Connect technology
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Relevant information:

o Installation in utilization class 41 possible (vehicular traffic excluded).

« Underfloor heating: Suitable for all conventional hot water underfloor heating and electrical systems regulated up to a surface temperature of 27° C.
« Cleaning and care: see separate cleaning & care instruction.

e Technical subjects can be changed by Windméller GmbH.
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