c € DECLARATION OF PERFORMANCE

DOP 0601001

1. Unique identification code of the product-type:
DOP 0601001
2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4):
Resilient floor covering acc. 1SQ 20326 / EN 14085
Design Flooring Multi-Layer / ambra
3. Intended use or uses of the construction product, in accordance with the applicable harmenised technical specification, as foreseen by the manufacturer:
For use as floor covering in buildings (see EN 14041) according to the manufacturer's specifications.
4, Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):
windméller flooring products WFP GmbH, Nord-West-Ring 21, D-32832 Augustdorf
5. Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):
6. System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:
System 3
7. Incase of the declaration of performance conceming a construction product covered by a harmonised standard:
Name of the notified test laboratory, that has issued the certificate of conformity of the factory production control, inspection reports and calculation reports (if relevant).
Prufinstitut Hoch, Fladungen - NB 1508
eph Entwicklungs- u. Priiflabor Holztechnologie GmbH, Dresden - NB 0766 not applicable
Notified Body certificate of constancy of performance
8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:
not applicable
9. Declared performance
Essential characteristics Performance Harmonised technical specification
Reaction to fire By - s1 EN 14041: 2004/AC:2006
Content of Pentachlorophenol NPD EN 14041: 2004/AC:2006
Formaldehyd Emissions E1 EN 14041: 2004/AC:2006
Slip resistance DS EN 14041: 2004/AC:2006
Electrical behavior (dissipative) NPD EN 14041: 2004/AC:2006
Electrical behavior (conductive) NPD EN 14041: 2004/AC:2006
Electrical behavior (antistatic) NPD EN 14041: 2004/AC:2006
Thermal conductivity [W/mK] NPD EN 14041: 2004/AC:2006
Water-tightness NPD EN 14041: 2004/AC:2006
10. The performance of the product identified in peints 1 and 2 is in conformity with the declared performance in point 9.

This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4
Signed for and on behalf of the manufacturer by;

windmilller ffoering products WEP GmbH
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